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The Silent Salesman:

360 Degree Customer Service:

Constant Innovation:

Quality Pumps for Quality Applications Orders 1-800-864-1649 
Support 1-320-340-6464 

Fax 1-320-243-8030 

Everflo Pumps
180 Lake Avenue North 
Paynesville, MN 56362

For 10 years, Everflo has been providing the perfect 12 volt diaphragm 
pumps for agricultural sprayers and fluid transfer applications. Each Everflo 
pump is engineered and assembled in the USA with globally sourced com-
ponents that offer the best performance, time after time. Backed by a one 
year warranty, Everflo is the bar when it comes to 12 volt diaphragm pumps.

When it comes to innovation, Everflo never stays idle. Day and night, our 
team is working around the clock to provide the best design, concepts and 
solutions to the market. With continued support from our exclusive partners, 
Everflo will continue to provide what the market needs and deserves.

We know our job doesn’t end when an Everflo pump leaves our facilities.  
Everflo provides 360 degree visibility to all of our customers, big or small. 
From trouble-shooting videos to an informed customer service staff, effort-
lessly get solutions to your problems. 

Everflo takes great pride in developing packaging and merchandising solu-
tions for the retail shelf. With an emphasis on information and eye-popping 
details, Everflo pumps can help you increase sales and profits with minimal 
effort. 
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Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0 1.8 1.00/3.79

10/.7 2.2 0.90/3.41

20/1.4 2.6 0.80/3.03

30/2.1 2.9 0.65/2.46

40/2.8 3.1 0.50/1.89

50/3.4 N/A N/A

60/4.1 N/A N/A

•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel Fasteners
•	 Polypropylene 2” Motor Shell 
•	 3/8” Hose Barb Connection
•	 40 PSI (2.8 Bar) Max
•	 1.0 GPM (3.8 LPM) Max
•	 Self Priming to 4 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 4.0 Max Amps
•	 1.3 lbs Dry

1.0 GPM
3.8 L/min

DIAPHRAGM 
PUMP 12 VOLT

PORT OPTIONS
AVAILABLE

HOSE 
BARB3/8”

MODEL DESCRIPTION PORTS PACKAGING UPC

EF1000 1.0 GPM 12 Volt Diaphragm Pump 3/8” Barb Bulk N/A

EF1000-BC 1.0 GPM 12 Volt Diaphragm Pump 3/8” Barb Barcoded 81448501342-0

EF1000-BOX 1.0 GPM 12 Volt Diaphragm Pump 3/8” Barb Boxed 81448501039-9

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

INLINE FUSE PROTECTION

TECHNICAL SPECIFICATIONS
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1.1 GPM
4.1 L/min

DIAPHRAGM 
PUMP 12 VOLT

QUICK 
ATTACH 
PORTSQA

TECHNICAL SPECIFICATIONS

PORT OPTIONS
AVAILABLE

MODEL DESCRIPTION PORTS PACKAGING UPC

EF1100-QA 1.1 GPM 12V Diaphragm Pump QA Bulk N/A

EF1100-QA-BOX 1.1 GPM 12V Diaphragm Pump QA Boxed 81640300844-0

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

INLINE FUSE PROTECTION

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0 2.1 1.28/4.8

10/.7 2.5 1.20/4.5

20/1.4 2.9 1.10/4.2

30/2.1 3.3 1.10/4.2

40/2.8 3.6 1.02/3.9

50/3.4 N/A N/A

60/4.1 N/A N/A

•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel Fasteners
•	 Polypropylene 2” Motor Shell 
•	 QA Ports
•	 40 PSI (2.8 Bar) Max
•	 1.1 GPM (4.1 LPM) Max
•	 Self Priming to 4 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 3.6 Max Amps
•	 1.3 lbs Dry
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2.2 GPM
8.3 L/min

DIAPHRAGM 
PUMP 12 VOLT

PORT OPTIONS
AVAILABLE

NPT 
PORTS3/8”

QUICK 
ATTACH 
PORTSQA

TECHNICAL SPECIFICATIONS

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0 4.2 2.20/8.33

10/.7 4.8 2.00/7.57

20/1.4 5.4 1.84/6.97

30/2.1 6.1 1.69/6.40

40/2.8 6.6 1.58/5.98

50/3.4 7.3 1.48/5.60

60/4.1 7.8 1.35/5.11

8.52
[216]

4.02
[102]

3.64
[92]

3.19
[81]

2.25
[57]

8.52
[216]

4.02
[102]

3.64
[92]

3.19
[81]

2.25
[57]

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

INLINE FUSE PROTECTION

MODEL DESCRIPTION PORTS PACKAGING UPC

EF2200 2.2 GPM 12 Volt Diaphragm Pump 3/8” FNPT Bulk N/A

EF2200-BC 2.2 GPM 12 Volt Diaphragm Pump 3/8” FNPT Barcoded 81448501343-7

EF2200-BOX 2.2 GPM 12 Volt Diaphragm Pump 3/8” FNPT Boxed 81448501040-5

EF2200-QA 2.2 GPM 12 Volt Diaphragm Pump QA Bulk N/A

EF2200-QA-BOX 2.2 GPM 12 Volt Diaphragm Pump QA Boxed 81448501378-9

EF2000-KIT 2.2 GPM Replacement Head, Fully Assembled 3/8” FNPT Boxed 81448501338-3

EF2200-QA-KIT 2.2 GPM Replacement Head, Fully Assembled QA Boxed 81448501864-7

•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel Fasteners
•	 Painted Steel 3” Motor Shell
•	 3/8” FNPT & QA Port Options
•	 CE Approved
•	 70 PSI (4.8 Bar) Max
•	 2.2 GPM (8.3 LPM) Max
•	 Self Priming to 8 Feet
•	 Max Fluid Temp 140 Deg. F
•	 12V DC
•	 8.0 Max Amps
•	 4.8 lbs Dry
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5.20
[132]

8.75
[222]

3.19
[81]

2.25
[57]

4.76
[121]

3.0 GPM
11.4 L/min

DIAPHRAGM 
PUMP 12 VOLT

NPT 
PORTS1/2”

QUICK 
ATTACH 
PORTSQA

PORT OPTIONS
AVAILABLE

5.20
[132]

8.75
[222]

3.19
[81]

2.25
[57]

4.76
[121]

TECHNICAL SPECIFICATIONS

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0 3.9 3.8/14.38

10/.7 5.4 3.4/12.87

20/1.4 6.7 3.1/11.73

30/2.1 8.1 2.8/10.60

40/2.8 9.2 2.5/9.46

50/3.4 10 2.2/8.33

60/4.1 N/A N/A

MODEL DESCRIPTION PORTS PACKAGING UPC

EF3000 3.0 GPM 12 Volt Diaphragm Pump 1/2” FNPT Bulk N/A

EF3000-BC 3.0 GPM 12 Volt Diaphragm Pump 1/2” FNPT Barcoded 81448501344-4

EF3000-BOX 3.0 GPM 12 Volt Diaphragm Pump 1/2” FNPT Boxed 81448501041-2

EF3000-QA 3.0 GPM 12 Volt Diaphragm Pump QA Bulk N/A

EF3000-QA-BOX 3.0 GPM 12 Volt Diaphragm Pump QA Boxed 81448501379-6

EF3000-KIT 3.0 GPM Replacement Pump Head, Fully Assembled 1/2” FNPT Boxed 81448501339-0

EF3000-QA-KIT 3.0 GPM Replacement Pump Head, Fully Assembled QA Boxed 81448501865-4

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

INLINE FUSE PROTECTION

•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel fasteners
•	 Painted Steel 3” Motor Shell
•	 1/2” FNPT & QA Port Option
•	 CE Approved
•	 60 PSI (4.1 Bar) Max
•	 3.0 GPM (11.4 LPM) Max
•	 Self Priming to 8 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 10.0 Max Amps
•	 5.6 lbs Dry
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4.0 GPM
15.1 L/min

DIAPHRAGM 
PUMP 12 VOLT

PORT OPTIONS
AVAILABLE

NPT 
PORTS1/2”

QUICK 
ATTACH 
PORTSQA

TECHNICAL SPECIFICATIONS

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0 6.2 4.8/18.17

10/.7 7.5 4.6/17.41

20/1.4 9.1 4.2/15.90

30/2.1 10.6 3.8/14.38

40/2.8 11.7 3.5/13.25

50/3.4 12.7 3.2/12.11

60/4.1 N/A N/A

5.20
[132]

8.75
[222]

3.19
[81]

2.25
[57]

4.76
[121]

5.20
[132]

8.75
[222]

3.19
[81]

2.25
[57]

4.76
[121]

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

INLINE FUSE PROTECTION

MODEL DESCRIPTION PORTS PACKAGING UPC

EF4000 4.0 GPM 12 Volt Diaphragm Pump 1/2” FNPT Bulk N/A

EF4000-BC 4.0 GPM 12 Volt Diaphragm Pump 1/2” FNPT Barcoded 81448501345-1

EF4000-BOX 4.0 GPM 12 Volt Diaphragm Pump 1/2” FNPT Boxed 81448501042-9

EF4000-QA 4.0 GPM 12 Volt Diaphragm Pump QA Bulk N/A

EF4000-QA-BOX 4.0 GPM 12 Volt Diaphragm Pump QA Boxed 81448501380-2

EF4000-KIT 4.0 GPM Replacement Pump Head, Fully Assembled 1/2” FNPT Boxed 81448501340-6

EF4000-QA-KIT 4.0 GPM Replacement Pump Head, Fully Assembled QA Boxed 81448501866-1

•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel fasteners
•	 Painted Steel 3” Motor Shell
•	 1/2” FNPT & QA Port Option 
•	 CE Approved
•	 60 PSI (4.1 Bar) Max
•	 4.0 GPM (15.1 LPM) Max
•	 Self Priming to 8 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 13.0 Max Amps
•	 5.6 lbs Dry
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•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel fasteners
•	 Painted Steel 3” Motor Shell
•	 1/2” FNPT & QA Port Option
•	 CE Approved
•	 60 PSI (4.1 Bar) Max
•	 5.5 GPM (20.8 LPM) Max
•	 Self Priming to 8 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 17.0 Max Amps
•	 5.6 lbs Dry

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0 8.8 5.8/21.96

10/.7 9.9 5.5/20.82

20/1.4 11.8 5.0/18.93

30/2.1 13.9 4.6/17.41

40/2.8 15.6 4.2/15.90

50/3.4 16.80 3.8/14.38

60/4.1 N/A N/A

5.5 GPM
20.8 L/min

DIAPHRAGM 
PUMP 12 VOLT

NPT 
PORTS1/2”

QUICK 
ATTACH 
PORTSQA

PORT OPTIONS
AVAILABLE

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

INLINE FUSE PROTECTION

MODEL DESCRIPTION PORTS PACKAGING UPC

EF5500 5.5 GPM 12 Volt Diaphragm Pump 1/2” FNPT Bulk N/A

EF5500-BC 5.5 GPM 12 Volt Diaphragm Pump 1/2” FNPT Barcoded 81448501346-8

EF5500-BOX 5.5 GPM 12 Volt Diaphragm Pump 1/2” FNPT Boxed 81448501043-6

EF5500-QA 5.5 GPM 12 Volt Diaphragm Pump QA Bulk N/A

EF5500-QA-BOX 5.5 GPM 12 Volt Diaphragm Pump QA Boxed 81448501381-9

EF5500-KIT 5.5 GPM Replacement Pump Head, Fully Assembled 1/2” FNPT Boxed 81448501340-6

EF5500-QA-KIT 5.5 GPM Replacement Pump Head, Fully Assembled QA Boxed 81448501867-8

5.20
[132]

8.75
[222]

3.19
[81]

2.25
[57]

4.76
[121]

5.20
[132]

8.75
[222]

3.19
[81]

2.25
[57]

4.76
[121]

TECHNICAL SPECIFICATIONS
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7.0 GPM
26.5 L/min

DIAPHRAGM 
PUMP 12 VOLT

NPT 
PORTS1/2”

QUICK 
ATTACH 
PORTSQA

PORT OPTIONS
AVAILABLE

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0 10 7.2/27.2

10/.7 12 6.8/25.7

20/1.4 14 6.4/24.2

30/2.1 16 6.0/22.7

40/2.8 18 5.6/21.2

50/3.4 20 5.2/19.7

60/4.1 N/A N/A

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

INLINE FUSE PROTECTION

MODEL DESCRIPTION PORTS PACKAGING UPC

EF7000-BOX 7.0 GPM 12 Volt Diaphragm Pump 1/2” FNPT Boxed 81448501200-3

EF7000-QA-BOX 7.0 GPM 12 Volt Diaphragm Pump QA Boxed 81448501584-4

EF7000-KIT 7.0 GPM Replacement Pump Head, Fully Assembled 1/2” FNPT Boxed 81448501585-1

EF7000-QA-KIT 7.0 GPM Replacement Pump Head, Fully Assembled QA Boxed 81448501868-5

9.19
[234]

5.34
[136]

5.28
[134]

4.25
[108]

2.50
[64]

TECHNICAL SPECIFICATIONS

•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel fasteners
•	 Painted Steel 3” Motor Shell
•	 1/2” FNPT & QA Port Option
•	 CE Approved
•	 60 PSI (4.1 Bar) Max
•	 7.0 GPM (26.5 LPM) Max
•	 Self Priming to 12 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 23.0 Max Amps
•	 9.5 lbs Dry

9.19
[234]

5.34
[136]

5.28
[134]

4.25
[108]

2.50
[64]
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*Replacement parts not available for EF1000

EF2200

EF3000
EF4000
EF5500

ITEM DESCRIPTION EF1000* EF2200 EF3000 EF4000 EF5500

1 MOTOR N/A EF787378 EF787379 EF787379 EF787379

2 BASE PLATE ASSEMBLY N/A EF780254 EF780254 EF780254 EF780254

3 DIAPHRAGM ASSEMBLY N/A EF784062 EF787528 EF787529 EF787530

4 VALVE PLATE ASSEMBLY N/A EF778279 EF780509 EF780509 EF780509

5 PUMP HEAD ASSEMBLY N/A EF787161 EF787165 EF787165 EF787165

QA PUMP HEAD ASSEMBLY N/A EF787418 EF787419 EF787419 EF787419

6 PRESSURE SWITCH ASSEMBLY N/A EF788026 EF788690 EF788690 EF788690

N/A REPLACEMENT FUSE N/A EF787380 EF787381 EF787381 EF791416

PUMP
BREAKDOWN

5.5 GPM
20.8 L/min

3.0 GPM
11.4 L/min

4.0 GPM
15.1 L/min

2.2 GPM
8.3 L/min
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PUMP
BREAKDOWN
7.0 GPM

26.5 L/min

ITEM DESCRIPTION EF7000 MODELS

1 MOTOR EF790107

2 BASE PLATE ASSEMBLY EF790109

3 DIAPHRAGM ASSEMBLY EF788019

4 VALVE PLATE ASSEMBLY EF788015

5 PUMP HEAD ASSEMBLY EF787165

QA PUMP HEAD ASSEMBLY EF787419

QA CLIP EF784449

6 PRESSURE SWITCH ASSEMBLY EF788690

7 RELAY COVER EF789252

8 RELAY EF788929

N/A REPLACEMENT FUSE EF791419

EF7000
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HIGH PRESSURE PUMP FOR SPOT AND 
BROADCAST SPRAYING APPLICATIONS

100PSI
1.1 GPM

4.1 L/min

HP SERIES
PUMP 12 VOLT

PORT OPTIONS
AVAILABLE

QUICK 
ATTACH 
PORTSQA

3.10
[78.7]

3.94
[100.1]

3.19
[81.1]

7.85
[199.5]

2.25
[57.2]

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0 2.5 1.10/4.2

20/1.4 3.2 1.05/4.0

40/2.8 4.0 0.95/3.6

60/4.1 4.7 0.85/3.2

80/5.5 5.5 0.75/2.8

100/6.9 6.2 0.65/2.5

•	 Automatic Shut-Off to Conserve Battery Life
•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel fasteners
•	 Painted Steel 2” Motor Shell
•	 QA Ports
•	 CE Approved
•	 100 PSI (6.9 Bar) Max
•	 1.1 GPM (4.2 LPM) Max
•	 Self Priming to 4 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 6.5 Max Amps
•	 2.0 lbs Dry

TECHNICAL SPECIFICATIONS

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

MODEL DESCRIPTION PORTS PACKAGING UPC

EFHP1011-QA 1.1 GPM, 100PSI, 12 Volt Diaphragm Pump QA Bulk N/A

EFHP1011-QA-BOX 1.1 GPM, 100PSI, 12 Volt Diaphragm Pump QA Boxed 81640300835-8

INLINE FUSE PROTECTION
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•	 Automatic Shut-Off to Conserve Battery Life 
•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel fasteners
•	 Painted Steel 3” Motor Shell
•	 3/8” FNPT & QA Port Option
•	 CE Approved
•	 100 PSI (6.9 Bar) Max
•	 1.5 GPM (5.6 LPM) Max
•	 Self Priming to 8 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 8.0 Max Amps
•	 5.0 lbs Dry

HIGH PRESSURE PUMP FOR SPOT AND 
BROADCAST SPRAYING APPLICATIONS

100PSI

8.52
[216]

4.02
[102]

3.64
[92]

3.19
[81]

2.25
[57]

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0.0 4.0 1.5/5.68

20/1.4 4.8 1.42/5.38

40/2.8 5.9 1.31/4.96

60/4.1 6.9 1.19/4.50

80/5.5 7.7 1.08/4.09

100/6.9 8.5 1.00/3.79

8.52
[216]

4.02
[102]

3.64
[92]

3.19
[81]

2.25
[57]

1.5 GPM
5.6 L/min

HP SERIES
PUMP

PORT OPTIONS
AVAILABLE

QUICK 
ATTACH 
PORTSQA

TECHNICAL SPECIFICATIONS

NPT 
PORTS3/8”

12 VOLT

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

MODEL DESCRIPTION PORTS PACKAGING UPC

EFHP1015 1.5 GPM, 100PSI 12V Diaphragm Pump 3/8” FNPT Bulk N/A

EFHP1015-BOX 1.5 GPM, 100PSI 12V Diaphragm Pump 3/8” FNPT Boxed 81640300836-5

EFHP1015-QA 1.5 GPM, 100PSI 12V Diaphragm Pump QA Bulk N/A

EFHP1015-QA-BOX 1.5 GPM, 100PSI 12V Diaphragm Pump QA Boxed 81640300839-6

INLINE FUSE PROTECTION
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•	 Automatic Shut-Off to Conserve Battery Life 
•	 Polypropylene Pump Housing and Valve Plate
•	 Zinc Plated Steel fasteners
•	 Painted Steel 3” Motor Shell
•	 3/8” FNPT & QA Port Option
•	 CE Approved
•	 150 PSI (10.34 Bar) Max
•	 1.5 GPM (5.6 LPM) Max
•	 Self Priming to 8 Feet
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 10.5 Max Amps
•	 5.0 lbs Dry

HIGH PRESSURE PUMP FOR SPOT AND 
BROADCAST SPRAYING APPLICATIONS

150PSI

Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0.0 4.0 1.50/5.68

25/1.7 5.0 1.40/5.30

50/3.4 6.5 1.25/4.73

75/5.2 7.5 1.10/4.16

100/6.9 8.5 1.00/3.79

125/8.6 9.5 0.90/3.41

150/10.3 10.5 0.80/3.03

1.5 GPM
5.6 L/min

HP SERIES
PUMP 12 VOLT

PORT OPTIONS
AVAILABLE

NPT 
PORTS3/8”

QUICK 
ATTACH 
PORTSQA

TECHNICAL SPECIFICATIONS

8.52
[216]

4.02
[102]

3.64
[92]

3.19
[81]

2.25
[57]

8.52
[216]

4.02
[102]

3.64
[92]

3.19
[81]

2.25
[57]

APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

INLINE FUSE PROTECTION APPROVED FOR USE WITH

MICRO SWITCHTM

CORROSION RESISTANT VITON® VALVES 
AND SANTOPRENETM DIAPHRAGM.

MODEL DESCRIPTION PORTS PACKAGING UPC

EFHP1515 1.5 GPM, 150PSI 12V Diaphragm Pump 3/8” FNPT Bulk N/A

EFHP1515-BOX 1.5 GPM, 150PSI 12V Diaphragm Pump 3/8” FNPT Boxed 81640300837-2

EFHP1515-QA 1.5 GPM, 150PSI 12V Diaphragm Pump QA Bulk N/A

EFHP1515-QA-BOX 1.5 GPM, 150PSI 12V Diaphragm Pump QA Boxed 81640300840-2

INLINE FUSE PROTECTION
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Pressure
PSI/Bar

Current 
(Amps)

Flow 
GPM/LPM

0/0.0 6.0 2.0/7.5

50/3.4 9.0 1.75/6.6

100/6.9 12.0 1.50/5.7

150/10.3 15.0 1.40/5.3

200/13.8 17.0 1.30/4.9

•	 Automatic Shut-Off to Conserve Battery Life
•	 Ceramic Coated Plunger ProlongsSeal Life
•	 QA Ports
•	 CE Approved
•	 200 PSI (13.7 Bar) Max
•	 2.0 GPM (7.5 LPM) Max
•	 Max Fluid Temp 140 Deg F
•	 12V DC
•	 20.0 Max Amps
•	 13.0 lbs Dry
•	 Includes 6 Common Fittings

APPROVED FOR USE WITH

INCLUDES VARIABLE PRESSURE REGULATOR.
INCLUDES SIX

COMMON FITTINGS
INLINE FUSE PROTECTION

MODEL DESCRIPTION PORTS PACKAGING UPC

EFHP2000 2.0 GPM 12 Volt High Pressure Plunger Pump QA Bulk N/A

EFHP2000-BOX 2.0 GPM 12 Volt High Pressure Plunger Pump QA Box 81448501632-2

HIGH PRESSURE PUMP FOR SPOT AND 
BROADCAST SPRAYING APPLICATIONS

200PSI

HP SERIES
PUMP 12 VOLT

PORT OPTIONS
AVAILABLE

QUICK 
ATTACH 
PORTSQA

TECHNICAL SPECIFICATIONS

2.0 GPM
7.5 L/min
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EFHP1011

EFHP1015
EFHP1515

ITEM DESCRIPTION EFHP1011 EFHP1015 EFHP1515

1 MOTOR ASSEMBLY EF798789 EF787406 EF787406

2 BASE PLATE ASSEMBLY EF798373 EF786945 EF786945

3 DIAPHRAGM ASSEMBLY EF798163 EF797013 EF797013

4 VALVE PLATE ASSEMBLY EF798797 EF798397 EF798397

5 UPPER HOUSING ASSEMBLY EF798204 EF797104 EF797104

6 PRESSURE SWITCH ASSEMBLY EF797011 EF797889 EF797086

7 QUICK CONNECT CLIP EF792140 N/A N/A

N/A REPLACEMENT FUSE EF787380 EF797381 EF787381

HP PUMP
BREAKDOWN
1.1GPM

4.1 L/min

100
PSI

1.5GPM
5.6 L/min

100
PSI

1.5GPM
5.6 L/min

150
PSI
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ITEM DESCRIPTION EFHP2000 MODEL

1 VALVE ASSEMBLY (4 VALVES) EF792954

2 RELAY EF788929

3 MOTOR ASSEMBLY EF789159

4 BASE PLATE ASSEMBLY EF796511

5 PRESSURE SWITCH ASSEMBLY EF789173

6 PUMP HEAD ASSEMBLY EF796610

7 QC CLIP EF792140

8 QC PLUG EF789160

9 REMOTE SWITCH ASSEMBLY EF794292

N/A REPLACEMENT FUSE EF793243

EFHP2000 MODEL

HP PUMP
BREAKDOWN
2.0GPM

7.6 L/min

200
PSI
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MANIFOLDS

PART# DESCRIPTION
3GTT1214 Tee, 1/2”FNPT x 1/4” Gauge Port
GCR1214-BN Cross, 1/2” FNPT x 1/4” Gauge Port
33-103326 Straight 5 Port Manifold
31-101085 Mount Manifold, Steel, Black PC

PART# DESCRIPTION
34-140118 Regulator w/QC Adapter
34-140118-CSK Regulator w/QC Adapter - Clamshell

PUMP 
PLUMBING

UNIVERSAL ON/OFF VALVE

VARIABLE PRESSURE REGULATOR

INLET STRAINERS

PART# DESCRIPTION
34-140141 Poly On/Off Valve
34-140141-CSK Poly On/Off Valve - Clamshell
Includes QC x 3/4” MGHT & QC x 3/8” Hose Barb Adapters

PART# DESCRIPTION
33-103121 3/8” Nylon Inlet Strainer
33-103121-CSK 3/8” Nylon Inlet Strainer - Clamshell
33-103122 1/2” Nylon Inlet Strainer
33-103122-BC 1/2” Nylon Inlet Strainer - Barcoded
31-140164 QA Line Strainer Assembly
31-140164-CSK QA Line Strainer Assembly - Clamshell
31-400004 Polyethylene Inlet Top
31-400005 Clear Nylon Bowl
31-400006 Viton Gasket
31-400007 40 Mesh Screen, 304 SST

ON/OFF
VALVE

PRESSURE
REGULATOR

INLET
STRAINERS

SPRAYER
MANIFOLDS
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MODEL DESCRIPTION

EF-QC-M12 Quick Connect x 1/2” MNPT

EF-QC-E34 Quick Connect x 3/4” MGHT

EF-QC-FQA/M38 Female Quick Connect x 3/8” MNPT

EF-QC-A38 Quick Connect x 3/8” Hose Barb

EF-QC-A12 Quick Connect x 1/2” Hose Barb

EF-QC-A34 Quick Connect x 3/4” Hose Barb

EF-QC-EL38 Quick Connect x 3/8” Hose Barb Elbow

EF-QC-EL12 Quick Connect x 1/2” Hose Barb Elbow

EF-QC-EL34 Quick Connect x 3/4” Hose Barb Elbow

EF-QC-KIT1 Add Quick Connect Ports to Most Manufacturer’s 12 Volt 
Diaphragm Pumps

Add -CSK suffix for clamshell retail packaging.

POLYPROPYLENE MPT FITTINGS

EF-QC-EL38 EF-QC-EL12 EF-QC-EL34

EF-QC-A38EF-QC-A12

EF-QC-M12 EF-QC-FQA/M38

EF-QC-M12
EF-QC-E34

EF-QC-A38 EF-QC-A12 EF-QC-A34

QA FITTINGS

QA FITTING KIT (EF-QC-KIT1)

MODEL DESCRIPTION

3A38 3/8” MPT x 3/8” Hose Barb

3A12 1/2” MPT x 1/2” Hose Barb

3A1238 1/2” MPT x 3/8” Hose Barb

3EL38 3/8” MPT x 3/8” Hose Barb Elbow

3EL12 1/2” MPT x 1/2” Hose Barb Elbow

3EL1238 1/2” MPT x 3/8” Hose Barb Elbow

3RB1238 1/2” MPT x 3/8” FPT Reducer Bushing

Add -CSK suffix for clamshell retail packaging.

PORT OPTIONS
AVAILABLE

NPT 
PORTSNPT

QUICK 
ATTACH 
PORTSQA

3RB1238 3A38 3A12 3A1238

3EL38 3EL12 3EL1238

PUMP
FITTINGS
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QA FITTING KIT (EF-QC-KIT1)

STEEL HOSE CLAMPS

SNAPPER HOSE CLAMPS

OTHER 
ACCESSORIES

300 Series - Stainless Steel Band & Housing, Steel Plated Screw. 
350 Series - Stainless Steel Band, Housing and Screw.

PART# SIZE
5/16” BAND
300-006 ”
300-006-CSK ”, Clamshelled
350-008 ”

STAINLESS STEEL & STEEL PLATED

PART# FITS MIN DIAMETER MAX DIAMETER
SHC-F 3/8” Hose 0.616” 0.707”
SHC-F-CSK* 3/8” Hose 0.616” 0.707”
SHC-J 1/2” Hose 0.779” 0.899”
SHC-J-CSK* 1/2” Hose 0.779” 0.899”
SHC-M 3/4” Hose 1.044” 1.198”
SHC-M-CSK* 3/4” Hose 1.044” 1.198”

* -CSK suffix for clamshell retail packaging.

PLASTIC, DOUBLE TOOTH

STEEL CLAMPS

SNAPPER CLAMPS

WIRE HARNESSES

WIRING HARNESSES

PART# DESCRIPTION
33-103260 8’ Cable, DC Plug, Fused, 2-Pin 

Connector, 7Amp Max, 18 Gauge
33-103260-CSK Same as above, clamshelled.
33-103233 10’ Cable, Clamp Connectoions. 

2-Pin Connector, 16 Gauge
33-103233-CSK Same as above, clamshelled.
33-103233-D 8’ Cable, Clamp Connections2-Pin 

Connector, 18 Gauge 

Additional styles, sizes and customization available. Contact us today to learn more.
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PRESSURE
GAUGES

MODEL DESCRIPTION

1124DSB60 2” Dry Single Scale 24 Series Gauge 60PSI Max (Bottom Mount Only)

1124DSB100 2” Dry Single Scale 24 Series Gauge 100PSI Max (Bottom Mount Only)

41 SERIES GAUGES

24 SERIES GAUGES

MOUNT OPTIONS
AVAILABLE

BOTTOM

MODEL DESCRIPTION

2141GXB60 2½” Glycerin Filled Single Scale 41 Series Gauge 60PSI Max Bottom Mount

2141GXB100 2½” Glycerin Filled Single Scale 41 Series Gauge 100PSI Max Bottom Mount

BACK
FRONT
PANEL

41 SERIES: 
2½”, and 4” Casing
Center Back, Bottom, Front or 
Panel Mount.  These gauges 
are designed for use with any 
medium not corrosive to brass or 
bronze. Liquid-filled gauges are 
recommended for reducing shock 
caused by pressure fluctuations or 
vibration. Liquid filled standard.

24 SERIES:  
2”, 2½”, and 4” Casing
Available in bottom mount only. 
These gauges are designed for 
use with gas, oil, and water or 
any medium not corrosive to 
brass or bronze.

Additional styles, sizes and customization available. Contact us today to learn more.
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TOLL FREE 1-800-864-1649

PHONE 1-320-243-8500 • FAX 1-320-243-8030
180 Lake Ave N • Paynesville, MN 56362

Fluid Components, Ag 
Parts & Pressure Washer 

Accessories

www.valleyind.com

Diaphragm and High  
Pressure Plunger Pumps 

& Accessories

www.cometpump.com
www.cometpumps.com

Agricultural Sprayers,  
Accessories and  

Components

www.master-mfg.com

MIST SPRAYERS

Agricultural Mist 
Sprayers

www.mistsprayers.com

LEARN MORE ABOUT  
VALLEY INDUSTRIES’  
BRANDS...


